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Translation 

1st Supplement to the 
EC-Type Examination Certificate 
Equipment and protective systems intended for use 
in potentially explosive atmospheres - Directive 94/9/EC 
Supplement accordant with Annex Ill number 6 

No. of EC-Type Examination Certificate: BVS 13 ATEX E 037 X 

Equipment: Terminal box type GHG 731 ** *** **** 

~ 11 20 Ex tb IIIC T80°C I T95°C Db 

*) Optional the marking can be amplified with the types of protection of the separately certified 
components, for example "d", "e", "mb" and/or "ia/ib". 

DEKRA EXAM GmbH 
Bochum, dated 2015-08-13 

Signed: Simanski 

Certification body 

Signed: Dr. Wittier 

Special services unit 
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Appendix to 

151 Supplement to the EC-Type Examination Certificate 
BVS 13 ATEX E 037 X 

15.1 Subject and type 

Terminal box type GHG 731 **1
> *** ****2

> 

1
> Version 

Plastic version (I x w x d) 

01 = ( 85 x 85 x 77.5) mm 
02 = (125 x 85 x 77.5) mm 
03 = (165 x 85 x 77.5) mm 
11 =(120x140x95)mm 
12 = (182 x 140 x 95) mm 
2
> not Ex-relevant 

15.2 Description 

Subject and type K:ertificate 
, / I I ' I. I I I I I / , I', 1 1 , ... 

, ' ;I • 1 
· /lStari.ctarM' I: 11 / l: .1;!: 1/ 

1 I , 1 I 1 • f 1 

Terminal Fixed in "List of Components'' GHG 902.50"18;fi0Gd.1 ·. , ; :' :,1, 
Several components which can Fixed in "List of Components" GHG 902 5018 F9092 
be built in 

15.3 Parameters 

Type GHG 731 01 , GHG 731 02, GHG 731 03 
Nominal voltage 1

> up to 
Nominal current 2) up to 
Terminal cross-section up to 

Type GHG 73111, GHG 73112 
Nominal voltage 1

) 

Nominal current 2
) 

Terminal cross-section 

up to 
up to 
up to 

/ :'. 

690 VAC I DC 
80A 
25 mm2 

''. 
'i/ /!//111,/i 

I • 

. ' "I 

1) Dependent on the used terminals, as well as the relevant creepage distances and clearances 
according table 1 of EN 60079-7. 

ZJ Dependent on the used terminals, as well as terminal cross-section and the number of single 
leads. 
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Max. Power dissipation version 01 = (85 x 85 x 77.5) mm: \ 
Max. ambient temp. T6 T5 \ 

40 oc 4.7W 6.4W \ 
55 oc 2.9W 4.7W 

Max. Power dissipation version 02 = (125 x 85 x 77.5 mm: I 

Max. ambient temp. T6 T5 , 
40°C 5.8W 8.0W 

55 oc 3.5W 5.8W 

Max. Power dissipation version 03 = (165 x 85 x 77.5 mm: I 

Max. ambient temp. T6 T5 

40 oc 7.0W 9.6W 

55 oc 4.3W / 7.0W ': 

Max. Power dissipation version 11 = 120 x 140 x 95 mm ·. >ffi~YII/11/III!I/I!II~I/f1/ 
Max. ambient temp. T6 

( 16) Test and Assessment Report 

BVS PP 13.2078 EG as of2015-08-13 

(( DAkkS 
-~ o\t),.,.S~II(Iolt'lt' 
on. •. Xt'lO! OO 
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(17) Special conditions for safe use Installation instructions 

17.1 The used empty enclosure made from the material SMC 0190 RAL 7035 is only permitted to 
use in Zone 1 and has to carry the following warning "Clean with moist cloth only". 

17.2 When mounting the separately certified terminals into the separately certified empty 
enclosure, the clearances and creepage distances in accordance with table 1 of EN 60079-7 
have to be fulfilled . 

We confirm the correctness of the translation from the German original. 
In the case of arbitration only the German wording shall be valid and binding. 

DEKRA EXAM GmbH 
44809 Bochum, 2015-08-13 
BVS-Pz/Mu A 20150457 

Certification body 
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