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Translation 

1st Supplement to the 
EC-Type Examination Certificate 
Equipment and protective systems intended for use 
in potentially explosive atmospheres - Directive 94/9/EC 
Supplement accordant with Annex Ill number 6 

No. of EC-Type Examination Certificate: BVS 12 ATEX E 118 X 

Equipment: 

Manufacturer: 

Address: 

~ 11 20 Ex tb IIIC T80°C I T95°C Db 

*) Optional the marking can be amplified with the types of protection of the separately certified 
components, for example "d", "e", "mb" and/or "ia/ib". 

DEKRA EXAM GmbH 
Bochum, dated 2015-07-28 

Signed: Simanski 

Certification body 

Signed: Dr. Wittier 

Special services unit 
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Appendix to 

1st Supplement to the EC-Type Examination Certificate 
BVS 12 ATEX E 118 X 

15.1 Subject and type 

Terminal box type GHG 74 ***1
> *** ****2

> 
1
> Version 

Plastic version (I x w x d) 
401 = (135 x 271 x 136) mm 
502 = (271 x 271 x 136) mm 
603 = (271 x 544 x 136) mm 
904 = (271 x 817 x 136) mm 
503 = (271 x 217 x 210) mm 
604 = (271 x 544 x 210) mm 

Metal version (I x w x d) 
421 = (175.0 x 312.5 x 136.0) mm 
522 = (312.5 x 312.5 x 136.0) mm 
623 = (312.5 x 627.0 x 136.0) mm 
924 = (312.45 x 941 .5 x 136.0) mm 
523 = (312.5 x 312.5 x 210.0) mm 

2
> not Ex-relevant 

The reason for this supplement is the updating to the new standard. 
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15.3 Parameters 
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Electrical parameters 

Nominal voltage 1
> 

Nominal current 2> 

Terminal cross-section 

up to 690 VAC I DC 
up to 400 A 
up to 400 mm2 

1
> Dependent on the used terminals, as well as the relevant creepage distances and 

clearances according table 1 of EN/I EC 60079-7. 
2
> Dependent on the used terminals, as well as terminal cross-section and the number of single 

leads. 

Max. Power dissipation for Plastic version 401 = (135 x 271 x 136) mm: 

Max. ambient temp. T6 T5 

40°C 21 w 28W 

55 oc 10W 21 w 

20W 

Max. ambient temp. 

. .. ·_.- ... ·/.'.//I 

Max. Power dissipation for P1asticv~tsi6n~6~~~: '-/; ' x 
Max. ambient temp.. · · · , 1?·;?/1/1 

Max. ambient temp. 

43W 

26W 

Max. Power dissipation for Plastic version 604 = (271 x 544 x 210) mm · I'' . ' 
Max. ambient temp. T6 T5 

40 oc 73W 101 w 
55 oc 45W 73W 

Max. Power dissipation for Aluminium version 421 = 175.0 X 312.5 X 136.0) m 

Max. ambient temp. T6 T5 

40 oc 46W 63W 

55 oc 28W 46W 

Max. Power dissipation for Aluminium version 522 = 312.5 X 312.5 X 136.0) m 

Max. ambient temp .. T6 T5 

40 oc 69W 95W 

55 oc 43W 69W 
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Max. Power dissipation for Aluminium version 623 = 312.5 X 627.0 X 136.0) m m 
Max. ambient temp. T6 T5 

40 oc 123 w 170W 
55 oc 76W 123W \ 

Max. Power dissipation for Aluminium version 924 = 312.45 X 941.5 X 136.0) m m 
Max. ambient temp. T6 T5 

40 oc 177W 244W 
55 oc 110W 177W I 

Max. Verlustleistung AluminiumausfUhrung 523 = (312.5 x 312.5 x 210.0) mm 
Max. ambient temp. T6 T5 

40 oc 87W 119W 

55 oc 54W 87W 

Max. Power dissipation for Aluminium version 624 = 312. ~ X 627.0 X 2'10.0} In 

Max. ambient temp. T6 .. , . , "' T5 : 1/f~'u'u, f I. 

I 40 oc 150W · -2o1,w:, 
. . '' I I ' 

55 oc 94W 
., 

' 
. . 1s9;w ; .. ''··· 

' - f 1/ //1,,, 1/t/, 
' .. I I /' 

' ' 

Thermal data 

Ambient temperature range 

(16) Test and Assessment Report 

BVS PP 12.2132 EG as of2015-07-28 

(( DAkkS 
Ofii"IC"'"~ 
>'I.VoeciMJ,.tlfUi or-le 
D:t :1tllh o•re 

Page 4 of 5 of BVS 12 ATEX E 118 X I N1 
This certificate may only be reproduced in its entirety and without any change. 

DEKRA EXAM GmbH, Dinnendahlstrasse 9, 44809 Bochum, Germany, 
telephone +49.234.3696-105, Fax +49.234.3696-110, zs-exam@dekra.com 

I '/fl! /t/f I 



(17) Special conditions for safe use Installation instructions 

17.1 The used empty enclosure made from the material SMC 0190 RAL 7035 is only permitted 
to use in Zone 1 and has to carry the following warning "Clean with moist cloth only". 

17.2 When mounting the separately certified terminals into the separately certified empty 
enclosure, the clearances and creepage distances in accordance with table 1 of 
EN/IEC 60079-7 have to be fulfilled . 

We confirm the correctness of the translation from the German original. 
In the case of arbitration only the German wording shall be valid and binding. 

DEKRA EXAM GmbH 
44809 Bochum, 2015-07-28 
BVS-Hk!Mu A 20150455 
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Certification body 
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